
221SAFETY EQUIPMENT 
& SUPPLIES

EYE PROTECTION

Model   Price 
No. Description /Each

SEF218 Direct vent    
SEF219 Indirect vent    
SAN430 Indirect vent anti-fog    

Model  Lens Price 
No. Tint /Each

SEK294 Clear     
SGR808 3.0    
SGR809 5.0    

Model  Lens  Price 
No. Tint /Each

SEL095 Clear Anti-Fog     

SEF219

SEF218

SAN430

Z300 SAFETY GOGGLES
• Impact proof polycarbonate lens with UV protection
• Adjustable elastic headband
• Indirect ventilation on models SEF219 and SAN430 

protects against dust, fumes and chemical splash
• Distortion-free
• Compliant with CSA standard Z94 .3

Z2300 SERIES SAFETY SHIELD GOGGLES
• Indirect ventilation and a polycarbonate shield for full face protection
• Face shield detaches from the goggles
• Curved face shield conforms to the shape of the users face for added protection
• Can be used over most prescription eyewear
• Compliant with CSA standard Z94 .3

Z1100 SAFETY GOGGLES
• Wrap-around style provides excellent 180° panoramic vision
• Extremely flexible soft PVC goggle body for greater comfort
• Impact resistant polycarbonate lens
• Antifog lens is ideal for high humidity applications
• Indirect vent increases air flow and protects against dust, fumes and chemical splash
• Adjustable elastic headband
• Compliant with CSA standard Z94 .3

Model Mfg. Lens  Price 
No. No. Tint Description /Each

SFM409 GG501SGAF Clear Low-profile design with removable strap    

GOGGLEGEAR 500 SERIES SAFETY SPLASH GOGGLES
• 3MTM Goggle Gear 500 Series Protective Eyewear are a low profile splash goggle  

featuring ScotchgardTM clear anti-fog lens coating which helps keep lenses clear -  
providing longer lasting fog resistance than traditional anti-fog coatings

• Additionally, the ScotchgardTM anti-fog coating retains its anti-fog  
effectiveness through at least 25 washings with water

• Low-profile design with removable strap
• Lens, frame, and strap can be quickly disassembled for cleaning
• Indirect venting
• Polycarbonate lenses absorb 99 .9% of UVA and UVB rays
• Meets the requirements of CSA Z94 .3 and ANSI Z87 .1
• Lens Coating: Anti-Fog

SEK294


